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Showcase facades or monuments, or shine light across a supermarket 
loading ramp or school playground – ESYLUX floodlights can be used in all 
manner of places and score highly thanks to their robustness, performance 
and flexibility. The combination of high-quality LEDs and optional integrated 
sensor technology provides optimum energy efficiency: The intelligent motion 
detector only consumes energy when it is actually needed, which has the added 
effect of making the most of the LEDs' long service life!

BASIC OFL/AFL:
Lighting solution at an entry-level price

•	� Compact housing made from aluminium and UV-stabilised plastic
•	� Stainless steel, special ITD bracket for simple mounting on walls, 
	 inner corners or outer corners
•	� Optionally available with rotating and tilting motion detector
•	� Protection type IP65

FLEXIBLE. INTELLIGENT. BRIGHT.

SUN OFL/AFL:
As a group even more efficient

•	� Robust die-cast aluminium housing, protection type IP65
•	� Automatic switching of up to ten lights
•	� Easy installation with separate junction box
•	� Optional motion detector with protective zero-cross switching
•	� Overvoltage protection category II (up to 2.5 kV)
•	� Stainless steel, special ITD bracket for simple mounting on walls, 
	 inner corners or outer corners
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Built solidly, easy to install – the LED outdoor floodlights in the SUN OFL/AFL 
series are easy to wire in thanks to their separate junction box, while a housing 
made from die-cast aluminium along with stainless steel screws and high IP and 
IK ratings ensure that the technology used boasts high durability. Whether you 
are lighting up a garage or traffic route or lighting facades or signs, the optional 
integrated motion detector means that the lights operate in an especially 
energy-efficient manner – and can switch entire lighting groups where needed!

SUN OFL/AFL SERIES

General technical data

Nominal voltage 230 V / 50 Hz

Rated life time L80/B50 at 25 °C 30000 h

Colour Rendering Index (CRI) > 80

Permissible ambient temperature -25 °C...+40 °C

Protection type IP65

Protection class I

Installation type Surface mounting

Installation position Wall

Material Die-cast aluminium and UV-stabilised 
plastic

With integrated motion detector:

Detection angle 160°

Detection range diagonally 12 m

Switch-off delay time 10 s...15 min

Level of brightness 5 - 1000 lx

Technical and design features may be subject to change. 
The power output may deviate from the specified value by +/- 10 %. 
The light contains built-in LED lamps. The lamps in the light cannot be changed.

AS A GROUP EV EN MORE EFFICIENT

Wall mountingInner corner installation Outer corner installation

•	 Separate connection box for easy installation
•	� Variants with integrated motion detectors,  

optimised for controlling further LED lights

•	� Up to ten floodlights with motion detectors can be wired in parallel

•	� One floodlight with a motion detector can switch up to nine floodlights 
without motion detectors

•	� High-quality die-cast aluminium housing, external screws made from 
	 stainless steel, protection type IP65

•	� Optional integrated motion detector with zero-cross switching to protect 
	 the relay

SUN OFL/AFL 30/50 WSUN OFL/AFL 10 W
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PRODUCT OVERVIEW
•	� High-quality die-cast aluminium housing, external screws made from 
	 stainless steel

•	� Up to ten floodlights with motion detectors can be wired in parallel

•	� One floodlight with a motion detector can switch up to nine floodlights 
without motion detectors

•	� Easy installation with separate junction box  
(light housing must not be opened)

•	� Optional integrated motion detector for motion and daylight-dependent 
switching of lighting

•	� Motion detector with zero-cross switching to protect the relay

•	� Overvoltage protection category II (up to 2.5 kV)

•	� Simple adjustment of the range and field of detection thanks to the revolving 
and tilting detector axis

•	� Stainless steel, special ITD bracket for simple mounting on walls,
	  inner corners or outer corners

•	� Protection type IP65

Technical and design features may be subject to change. 
The power output may deviate from the specified value by +/- 10 %. 
The light contains built-in LED lamps. The lamps in the light cannot be changed.

Product group/product name Item no. Li
gh

t c
ol

ou
r (

IE
C 

12
31

)

Lu
m

in
ou

s f
lu

x

Ra
te

d o
ut

pu
t P

Lu
m

in
ou

s e
ffi

ca
cy

Un
ifi

ed
 G

lar
e R

at
in

g

Gl
ar

e s
up

pr
es

sio
n

Di
ffu

se
r

Pr
ot

ec
tio

n t
yp

e

Co
nt

ro
l s

ys
te

m

BT
 (B

lu
et

oo
th

)

Se
ns

or

En
er

gy
 ef

fic
ie

nc
y c

las
s

Di
m

en
sio

ns
 (m

m
)

Ci
rc

ui
t d

iag
ra

m

Co
re

 po
rtf

ol
io

Ne
w 

pr
od

uc
t

3000 K / 10 W

SUN AFL TR 900 830 MD BK
(black, similar to RAL 9005) EL10810039 830 900 lm 9,7 W 92 lm/W TR IP65 ON/OFF  •

LED EEI

E X 210, Y 133, Z 75 BP •

SUN AFL TR 900 830 MD WH
(white, similar to RAL 9016) EL10810022 830 900 lm 9,7 W 92 lm/W TR IP65 ON/OFF  •

LED EEI

E X 210, Y 133, Z 75 BP •

SUN OFL TR 900 830 BK
(black, similar to RAL 9005) EL10810015 830 900 lm 9,7 W 92 lm/W TR IP65 ON/OFF   

LED EEI

E X 150, Y 133, Z 75 BQ •

SUN OFL TR 900 830 WH
(white, similar to RAL 9016) EL10810008 830 900 lm 9,7 W 92 lm/W TR IP65 ON/OFF   

LED EEI

E X 150, Y 133, Z 75 BQ •

5000 K / 10 W

SUN AFL TR 1000 850 MD BK
(black, similar to RAL 9005) EL10810084 850 1000 lm 9,7 W 103 lm/W TR IP65 ON/OFF  •

LED EEI

E X 210, Y 133, Z 75 BP •

SUN AFL TR 1000 850 MD WH
(white, similar to RAL 9016) EL10810077 850 1000 lm 9,7 W 103 lm/W TR IP65 ON/OFF  •

LED EEI

E X 210, Y 133, Z 75 BP •

SUN OFL TR 1000 850 BK
(black, similar to RAL 9005) EL10810060 850 1000 lm 9,7 W 103 lm/W TR IP65 ON/OFF   

LED EEI

E X 150, Y 133, Z 75 BQ •

SUN OFL TR 1000 850 WH
(white, similar to RAL 9016) EL10810053 850 1000 lm 9,7 W 103 lm/W TR IP65 ON/OFF   

LED EEI

E X 150, Y 133, Z 75 BQ •

3000 K / 30 W

SUN AFL TR 3400 830 MD BK
(black, similar to RAL 9005) EL10810138 830 3400 lm 30 W 113 lm/W TR IP65 ON/OFF  •

LED EEI

E X 290, Y 250, Z 86 BP •

SUN AFL TR 3400 830 MD WH
(white, similar to RAL 9016) EL10810121 830 3400 lm 30 W 113 lm/W TR IP65 ON/OFF  •

LED EEI

E X 290, Y 250, Z 86 BP •

SUN OFL TR 3400 830 BK
(black, similar to RAL 9005) EL10810114 830 3400 lm 30 W 113 lm/W TR IP65 ON/OFF   

LED EEI

E X 267, Y 252, Z 86 BQ •

SUN OFL TR 3400 830 WH
(white, similar to RAL 9016) EL10810107 830 3400 lm 30 W 113 lm/W TR IP65 ON/OFF   

LED EEI

E X 267, Y 252, Z 86 BQ •
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5000 K / 30 W

SUN AFL TR 3700 850 MD BK
(black, similar to RAL 9005) EL10810183 850 3700 lm 30 W 123 lm/W TR IP65 ON/OFF  •

LED EEI

E X 290, Y 250, Z 86 BP •

SUN AFL TR 3700 850 MD WH
(white, similar to RAL 9016) EL10810176 850 3700 lm 30 W 123 lm/W TR IP65 ON/OFF  •

LED EEI

E X 290, Y 250, Z 86 BP •

SUN OFL TR 3700 850 BK
(black, similar to RAL 9005) EL10810169 850 3700 lm 30 W 123 lm/W TR IP65 ON/OFF   

LED EEI

E X 267, Y 252, Z 86 BQ •

SUN OFL TR 3700 850 WH
(white, similar to RAL 9016) EL10810152 850 3700 lm 30 W 123 lm/W TR IP65 ON/OFF   

LED EEI

E X 267, Y 252, Z 86 BQ •

3000 K / 50 W

SUN AFL TR 5100 830 MD BK
(black, similar to RAL 9005) EL10810237 830 5100 lm 48 W 106 lm/W TR IP65 ON/OFF  •

LED EEI

E X 290, Y 250, Z 86 BP •

SUN AFL TR 5100 830 MD WH
(white, similar to RAL 9016) EL10810220 830 5100 lm 48 W 106 lm/W TR IP65 ON/OFF  •

LED EEI

E X 290, Y 250, Z 86 BP •

SUN OFL TR 5100 830 BK
(black, similar to RAL 9005) EL10810213 830 5100 lm 48 W 106 lm/W TR IP65 ON/OFF   

LED EEI

E X 267, Y 252, Z 86 BQ •

SUN OFL TR 5100 830 WH
(white, similar to RAL 9016) EL10810206 830 5100 lm 48 W 106 lm/W TR IP65 ON/OFF   

LED EEI

E X 267, Y 252, Z 86 BQ •

5000 K / 50 W

SUN AFL TR 5400 850 MD BK
(black, similar to RAL 9005) EL10810282 850 5400 lm 48 W 112 lm/W TR IP65 ON/OFF  •

LED EEI

E X 290, Y 250, Z 86 BP •

SUN AFL TR 5400 850 MD WH
(white, similar to RAL 9016) EL10810275 850 5400 lm 48 W 112 lm/W TR IP65 ON/OFF  •

LED EEI

E X 290, Y 250, Z 86 BP •

SUN OFL TR 5400 850 BK
(black, similar to RAL 9005) EL10810268 850 5400 lm 48 W 112 lm/W TR IP65 ON/OFF   

LED EEI

E X 267, Y 252, Z 86 BQ •

SUN OFL TR 5400 850 WH
(white, similar to RAL 9016) EL10810251 850 5400 lm 48 W 112 lm/W TR IP65 ON/OFF   

LED EEI

E X 267, Y 252, Z 86 BQ •
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Accessories

Mounting

FL WALL ARM 700 WH EL10810527 Wall arm for floodlight, 700 mm, including adapter, white X 700, Y 40, Z 40 •

FL WALL ARM 700 BK EL10810534 Wall arm for floodlight, 700 mm, including adapter, black X 700, Y 40, Z 40 •

FL GROUND SPIKE WH EL10810541 Wall arm for floodlight, including adapter, white X 60, Z 265 •

FL GROUND SPIKE BK EL10810558 Wall arm for floodlight, including adapter, black X 60, Z 265 •
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The floodlights in the BASIC OFL/AFL series offer high-quality and reliable 
technology at an especially attractive price. The compact aluminium housing 
allows them to be mounted unobtrusively and facilitates space-saving lighting 
of traffic routes and carports or the illumination of signs. The ITD mounting 
bracket makes installation on flat walls or on inner and outer corners easy, while 
the optional integrated motion detector automatically ensures energy-efficient 
operation.

BASIC OFL/AFL SERIES
FLOODLIGH TS ON ENTRY LEVEL

BASIC OFL/AFL 50 WBASIC OFL/AFL 30 WBASIC OFL/AFL 10 W

•	� Compact aluminium housing for unobtrusive installation

•	� Stainless steel, special ITD bracket for simple mounting on walls,  
inner corners or outer corners

•	� With optional motion detector for motion and daylight-dependent 
	 switching of lighting

•	� Protection type IP65

Technical and design features may be subject to change. 
The power output may deviate from the specified value by +/- 10 %. 
The light contains built-in LED lamps. The lamps in the light cannot be changed.

General technical data

Nominal voltage 220 - 240 V / 50 - 60 Hz

Rated life time L80/B50 at 25 °C 40000 h

Colour Rendering Index (CRI) > 80

Permissible ambient temperature -25 °C...+40 °C

Protection type IP65

Protection class I

Installation type Surface mounting

Installation position Wall

Material Aluminium

With integrated motion detector:

Detection angle 120°

Detection range diagonally 8 m

Switch-off delay time 1 s...15 min

Level of brightness 3 - 2000 lx

Wall mountingInner corner installation Outer corner installation

•	� High-quality technology at an entry-level price	
•	 �Compact, unobtrusive aluminium housing
•	 �Variants with integrated motion detector
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PRODUCT OVERVIEW
•	� Compact aluminium housing for unobtrusive installation

•	� Stainless steel, special ITD bracket for simple mounting on walls, 
	 inner corners or outer corners

•	� With optional motion detector for motion and daylight-dependent 
	 switching of lighting

•	� Protection type IP65

Technical and design features may be subject to change. 
The power output may deviate from the specified value by +/- 10 %. 
The light contains built-in LED lamps. The lamps in the light cannot be changed.
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3000 K / 10 W

BASIC AFL TR 1000 830 MD BK
(black, similar to RAL 9005) EL10810817 830 1000 lm 10 W 100 lm/W < 30 TR IP65 ON/OFF  • X 160, Y 170, Z 58 BO •

BASIC AFL TR 1000 830 MD WH
(white, similar to RAL 9016) EL10810800 830 1000 lm 10 W 100 lm/W < 30 TR IP65 ON/OFF  • X 160, Y 170, Z 58 BO •

BASIC OFL TR 1000 830 BK
(black, similar to RAL 9005) EL10810794 830 1000 lm 10 W 100 lm/W < 30 TR IP65 ON/OFF   X 160, Y 142, Z 28 BO •

BASIC OFL TR 1000 830 WH
(white, similar to RAL 9016) EL10810787 830 1000 lm 10 W 100 lm/W < 30 TR IP65 ON/OFF   X 160, Y 142, Z 28 BO •

4000 K / 10 W

BASIC AFL TR 1000 840 MD BK
(black, similar to RAL 9005) EL10810930 840 1000 lm 10 W 100 lm/W < 30 TR IP65 ON/OFF  • X 160, Y 170, Z 58 BO •

BASIC AFL TR 1000 840 MD WH
(white, similar to RAL 9016) EL10810923 840 1000 lm 10 W 100 lm/W < 30 TR IP65 ON/OFF  • X 160, Y 170, Z 58 BO •

BASIC OFL TR 1000 840 BK
(black, similar to RAL 9005) EL10810916 840 1000 lm 10 W 100 lm/W < 30 TR IP65 ON/OFF   X 160, Y 142, Z 28 BO •

BASIC OFL TR 1000 840 WH
(white, similar to RAL 9016) EL10810909 840 1000 lm 10 W 100 lm/W < 30 TR IP65 ON/OFF   X 160, Y 142, Z 28 BO •

3000 K / 30 W

BASIC AFL TR 3000 830 MD BK
(black, similar to RAL 9005) EL10810855 830 3000 lm 30 W 100 lm/W < 30 TR IP65 ON/OFF  • X 215, Y 205, Z 60 BO •

BASIC AFL TR 3000 830 MD WH
(white, similar to RAL 9016) EL10810848 830 3000 lm 30 W 100 lm/W < 30 TR IP65 ON/OFF  • X 215, Y 205, Z 60 BO •

BASIC OFL TR 3000 830 BK
(black, similar to RAL 9005) EL10810831 830 3000 lm 30 W 100 lm/W < 30 TR IP65 ON/OFF   X 215, Y 205, Z 32 BO •

BASIC OFL TR 3000 830 WH
(white, similar to RAL 9016) EL10810824 830 3000 lm 30 W 100 lm/W < 30 TR IP65 ON/OFF   X 215, Y 205, Z 32 BO •
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4000 K / 30 W

BASIC AFL TR 3000 840 MD BK
(black, similar to RAL 9005) EL10810732 840 3000 lm 30 W 100 lm/W < 30 TR IP65 ON/OFF  • X 215, Y 205, Z 60 BO •

BASIC AFL TR 3000 840 MD WH
(white, similar to RAL 9016) EL10810725 840 3000 lm 30 W 100 lm/W < 30 TR IP65 ON/OFF  • X 215, Y 205, Z 60 BO •

BASIC OFL TR 3000 840 BK
(black, similar to RAL 9005) EL10810701 840 3000 lm 30 W 100 lm/W < 30 TR IP65 ON/OFF   X 215, Y 205, Z 32 BO •

BASIC OFL TR 3000 840 WH
(white, similar to RAL 9016) EL10810718 840 3000 lm 30 W 100 lm/W < 30 TR IP65 ON/OFF   X 215, Y 205, Z 32 BO •

3000 K / 50 W

BASIC AFL TR 5000 830 MD BK
(black, similar to RAL 9005) EL10810893 830 5000 lm 47 W 106 lm/W < 30 TR IP65 ON/OFF  • X 252, Y 240, Z 60 BO •

BASIC AFL TR 5000 830 MD WH
(white, similar to RAL 9016) EL10810886 830 5000 lm 47 W 106 lm/W < 30 TR IP65 ON/OFF  • X 252, Y 240, Z 60 BO •

BASIC OFL TR 5000 830 BK
(black, similar to RAL 9005) EL10810879 830 5000 lm 47 W 106 lm/W < 30 TR IP65 ON/OFF   X 252, Y 240, Z 32 BO •

BASIC OFL TR 5000 830 WH
(white, similar to RAL 9016) EL10810862 830 5000 lm 47 W 106 lm/W < 30 TR IP65 ON/OFF   X 252, Y 240, Z 32 BO •

4000 K / 50 W

BASIC AFL TR 5000 840 MD BK
(black, similar to RAL 9005) EL10810770 840 5000 lm 47 W 106 lm/W < 30 TR IP65 ON/OFF  • X 252, Y 240, Z 60 BO •

BASIC AFL TR 5000 840 MD WH
(white, similar to RAL 9016) EL10810763 840 5000 lm 47 W 106 lm/W < 30 TR IP65 ON/OFF  • X 252, Y 240, Z 60 BO •

BASIC OFL TR 5000 840 BK
(black, similar to RAL 9005) EL10810756 840 5000 lm 47 W 106 lm/W < 30 TR IP65 ON/OFF   X 252, Y 240, Z 32 BO •

BASIC OFL TR 5000 840 WH
(white, similar to RAL 9016) EL10810749 840 5000 lm 47 W 106 lm/W < 30 TR IP65 ON/OFF   X 252, Y 240, Z 32 BO •
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Accessories

Befestigung

FL GROUND SPIKE BK EL10810558 Wall arm for floodlight, including adapter, black X 60, Z 265 •

FL GROUND SPIKE WH EL10810541 Wall arm for floodlight, including adapter, white X 60, Z 265 •

FL WALL ARM 700 BK EL10810534 Wall arm for floodlight, 700 mm, including adapter, black X 700, Y 40, Z 40 •

FL WALL ARM 700 WH EL10810527 Wall arm for floodlight, 700 mm, including adapter, white X 700, Y 40, Z 40 •
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LED WALL LIGHTS 
OL/AOL SERIES

Look dazzling, without being dazzling.

LED OUTDOOR LIGHTING 
ALVA SERIES

Intelligent. Individual. Durable.

OTHER SOLUTIONS FOR  
OUTDOOR LIGHTING
ESYLUX offers a wide range of products for outdoor lighting: From elegant 
lighting for entrance areas, spotlights for illuminating façades through to 
indirect ambient lighting of flora and fauna. Innovative lighting solutions from 
ESYLUX feature durable, energy-efficient LED technology, robust construction 
and a functional design.

LED WALL LIGHTS
AL SERIES
Classic design for attractive facades.
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OUTDOOR MOTION DETECTORS
MD SERIES
Unobtrusive intelligence – optimised for LEDs.

OUTDOOR MOTION DETECTORS 
DEFENSOR SERIES

Easily offers more protection

OUTDOOR MOTION DETECTORS 
RC SERIES
Maximum flexibility and creep protection.

OTHER SOLUTIONS FOR INTELLIGENT 
AUTOMATION OF OUTDOOR LIGHTING
As an automation specialist, ESYLUX does of course offer standalone 
solutions for intelligent light control. Our range of outdoor motion 
detectors includes variants for all applications and budgets, for both 
conventional and LED lighting. The flexibility and reliability of the motion 
detectors impress – as does the installation process, which is  
as simple as ever.

OUTDOOR MOTION DETECTORS
MD-W SERIES

Harmonious design – optimised for LEDs.
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www.esylux.com @esylux.official@esylux@ESYLUXgmbh @esylux-gmbh

ESYLUX COMPANIES

TRADING PARTNERS

Photo credits:
Fotolia: 71267036 
iStock: 92162167, 3623088 

For delivery times and further information on our products, please refer to our website.

ESYLUX Deutschland GmbH
An der Strusbek 40
22926 Ahrensburg | Deutschland
t: +49 4102 489 0
info@esylux.de
www.esylux.de

ESYLUX Asia Ltd.
No. 4 32/F Saxon Tower
7 Cheung Shun Street
Lai Chi Kok | Kowloon | Hong Kong
t: +852 3107 89 98
sales@esylux.com.hk
www.esylux.com.hk

ESYLUX Belgium nv
Vlamstraat 7 bus 2
9450 Denderhoutem-Haaltert | België
t: +32 53 850 570
info@esylux.be
www.esylux.be

ESYLUX Danmark ApS
Kokholm 3A
6000 Kolding | Danmark
t: +45 76 72 90 90
info@esylux.dk
www.esylux.dk

ESYLUX France SARL
5 rue de Castiglione
75001 Paris | France
t: +33 1 5345 10 55
info@esylux.fr
www.esylux.fr

ESYLUX Nederland B.V.
Leeghwaterstraat 35
3364 AE  Sliedrecht | Nederland
t: +31 184 647 000
info@esylux.nl
www.esylux.nl

ESYLUX Österreich GmbH
Hafenstraße 2A
4020 Linz | Österreich
t: +43 732 788 188 0
info@esylux.at
www.esylux.at

ESYLUX Portugal, Lda.
Lagoas Park Edifício 8, Piso 1
2740-244 Porto Salvo | Portugal
t: +351 214 236 170
comercial@esylux.pt
www.esylux.pt

ESYLUX Suomi Oy
c/o Oy DJS-Automation AB
Vitikka 1 D
02630 Espoo | Suomi
t: +358 20 779 26 60
info@esylux.fi
www.esylux.fi

ESYLUX Sverige AB
Färögatan 33
164 51 Kista | Sverige
t: +46 470 853 00
info@esylux.se
www.esylux.se

ESYLUX Australia
c/o Mecive Group
29 Fowler Street
Box Hill South
Victoria 3128 | Australia
t: +61 1300 379 589
sales@esylux.com.au
www.esylux.com.au

ESYLUX GmbH (Export)
An der Strusbek 40
22926 Ahrensburg | Germany
t: +49 4102 888 80 0
sales@esylux.com
www.esylux.com

ESYLUX Norge AS
Strandveien 33
1366 Lysaker | Norge
t: +47 2255 52 00
info@esylux.no
www.esylux.no

China
WanLand Automation  
Equipment (Shanghai) Co., Ltd.
No. 158 Shuanglian Road,  
Qingpu District
Shanghai | China
t: +86 21-54161602
info@wanland.asia
www.wanland.com.cn

Ireland
Core Distribution
17b Goldenbridge Industrial Estate, 
Tyrconnell Road, Inchicore, D08 WD50 
Dublin 8
Republic of Ireland 
t: +353 (0)1 4537033
sales@coreelectrical.ie
www.coreelectrical.com

ESYLUX Kazakhstan
c/o EST Group
Turgut Ozala str. 80
Almaty District
Almaty | Republic of Kazakhstan
sales@esylux.kz
www.esylux.kz

ESYLUX Poland
c/o MP Nomad sp.z.o.o.
Ul. Trębacka 4
00-074 Warsaw | Poland
t: +48 783 960 920
maciej.piotrowski@esylux.pl
www.esylux.pl

Cyprus
SurgeTech Ltd.
117 Athalassas Avenue
2013, Nicosia | Cyprus
t: +357 22 276 300
info@surgetech.com.cy
www.surgetech.com.cy

Czech Republic
N.G. Elektro Trade, a.s.
Jáchymovská 1370
363 01 Ostrov
t: +420 351 124 923
filip@ngelektro.cz
www.ngelektro.cz

India
iTvis Innovations Pvt. Ltd.
3, Kalika Plaza, Bhabha Nagar, 
Mumbai Naka, Nashik, 
Maharashtra 422011
t: +91 253 250144
info@itvisinnovations.com
www.itvisinnovations.com

New Zealand
Simx Ltd
1 Haliday Place,
East Tamaki, Auckland 2013
t: +64 (9) 259 1660
lighting@simx.co.nz
www.simx.co.nz

Slovakia
N.G. ELEKTRO, s.r.o.
J. Bottu 432
956 18 BOŠANY
t: +421 385 427 045
melus@ngelektro.sk
www.ngelektro.sk

Spain
Efibat Servicios Técnicos, SA
C/ Leonardo Da Vinci, 41
Polígono de Roces
33211 Gijón - Asturias
t: +34 984 103 000
info@efibat.com
www.efibat.com

United Arab Emirates
Beta Trading Establishment
Ras Al Khor Industrial Area 2
Dubai
t: +971-4 7069777
tareq.abdelhadi@betag.com
www.betag.com

Lithuania
Uab “ENERGOZONA”
Smolensko g. 10
Vilnius 03201
t: +370 616 01229
info@energozona.lt
www.energozona.lt

ESYLUX Swiss AG
Heidelbergstrasse 9
8355 Aadorf | Schweiz
t: +41 44 808 61 00
info@esylux.ch
www.esylux.ch
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